
Outstanding Performance é.. Outstanding Value

New EF Series



Tube Features

Three materials of construction

EFP = Polypropylene tube with 316 stainless steel shaft

ÅNon-corrosive and mildly corrosive liquids

EFV = Pure polypro/PVDF tube with Alloy 625 shaft

ÅHighly corrosive liquids including light acids and 

bases and bleach 

EFS = 316 stainless steel tube with 316 stainless shaft 

(available late fourth quarter 2010)

ÅNon-corrosive and mildly corrosive liquids and non-

flammable solvents



Tube Features

Sealless design

ÅImproves reliability 

and efficiency 

ÅNo liquid reaches 

vapor seal

Axial vane impeller

Diffuser Assembly

Discharge ports

316 S/S or Alloy 625 shaft

PTFE diffuser bushing

Inner tube

Ports do not create 

a vacuum like PF 

Series. They 

provide  pressure 

relief from leakage 

between the shaft 

& diffuser bushing 

when deadheaded.



Tube Features

Viton vapor 

seal

Dual o-rings 

seal inner tube 

in head

High speed 

bearing

PTFE shaft sleeve 

between inner tube 

and shaft

ñGear Gripò shaft 

coupling with 

urethane insert

1 ıò (32 

mm) tube 

OD



Tube Features

Discharge design ïEFP, EFV (EFS = Ĳò barb)

1ò male NPT 

connection on head

Ĳò hose barb

O-ring is radial seal, it allows hose movement without leakage



Tube Features

Integrated hose and cord clip (EFP and EFV only)  

Keeps hose and plug off the floor ïsnaps in place



Tube Features

Four tube lengths - Handles a wide variety of container 

types from buckets and pails to drums and totes (IBCôs)

Å16ò (41 cm) ïfor buckets and pails

Å27ò (69 cm) ïfor 15 gallon (57 liter) containers

Å40ò (102 cm) ïfor 30 gallon (114 liter) & 55 gallon (208 

liter) containers

Å48ò (122 cm) ïfor 275 gallon (1,040 liter) totes (IBC)



Tube Features

Repairable 

Pump tube is able to be 

disassembled in the field 

should repair ever be 

necessary.

Parts are individually 

replaceable.



Motor Features

High speed electric or air motor options

ÅMotors easily attach with four 

supplied screws

ÅMotors and tubes are sold 

separately for easy 

stocking

ÅThree electric and one 

air version available



Electric Motor Features

ÅElectric motors were 

designed using advanced 

computer software

ÅMotors are double 

insulated and 

splashproof (IP24) 

ÅThey are suitable for 

use indoors or outdoors

ÅDowndraft cooling helps prevents corrosive vapors 

from entering the motor



Electric Motor Features

ÅMotors utilize a two speed switch 

for exceptional control of the fluid 

flow

ÅHigh speed setting is 14,000 rpm

ÅLow speed setting is 8,000 rpm

ÅCircuit breaker with external reset

ÅMotor is rated for continuous duty

ÅPowerful 1/3rd horsepower (230-250 watt)

ÅIncludes 12 feet (3.6 m) cord with plug (except S3, 115 volt 

UK motor, has no plug)

ÅNoise level = <74 dBA



Electric Motor Features

ÅMotor top is domed to help 

discourage storing pump upside 

down

Ergonomics

ÅHandle is angled to be more 

comfortable and easier to accommodate 

gloves

ÅMotor body OD is small enough 

to hold comfortably by hand

ÅLightweight, 2.7 lbs (1.2 kg) 



Electric Motor Features

Three models available 

ÅS1 = 115 volt, 60 Hz, CSA certified

ÅS2 = 230 volt, 50-60 Hz, CE 

marked

ÅS3 = 110 volt, 50-60 Hz, CE 

marked (for UK use)


